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	 BITFV	  	
	 DKST-WE	  	
	 DKST-AZ	  	
	 HSAB-09	  	
	 ASTH-07	  	
	 TAK-15	  	
	 ALRO-01	  	
	 KSCH-ES	  	
	 ALKS-KL	  	
	 FAGI-AL	  	
	 LUFG-KW	  	
	 SCHE-SG	  	
	 SUPGL	  	

	 BIT3-GL	  	
	 BIT3-DV	  	

	 BITF-GL	  	
	 BITF-DV	  	

	 BITFV	  	
	 BITFH1	  	
	 BITFH2	  	
	 DKST-WE	  	
	 DKST-AZ	  	
	 HSAB-09	  	
	 ASTH-07	  	
	 TAK-15	  	
	 ALRO-01	  	
	 KSCH-ES	  	
	 ALKS-KL	  	
	 FAGI-AL	  	
	 LUFG-KW	  	
	 SCHE-SG	  	
	 SUPGL	  	

		  BIT FLANGE EXTENSION (UP TO 6 cm)	
		  10 kg MARBLE DECOR STONES WHITE (CARRARA)	
		  10 kg MARBLE DECOR STONES ANTHRACITE (NERO EBANO)	
		  DECOR WOOD SET-ABSOLUTELY (9 PIECES)	
		  DECOR WOOD SET “KNOTTY WOOD” (7 PIECES)	
		  THERMAL EXHAUST FLAP ø15 cm	
		  FLEXIBLE EXHAUST PIPE (ø16 cm, 1 m)	
		  HOSE CLAMP (STAINLESS STEEL)	
		  OUTPUT AIR BOX SMALL (13 x 33 x 25 cm)	
		  FRONT GRILLE (COVER ALUMINIUM)	
		  INPUT AND OUTPUT AIR GRILLE SMALL (WHITE)	
		  LOCKING DEVICE (SLIDING GLASS PANES)	
		  SUPERGLOW (1 gram GLOW-WOOL)

		  BIT 3 SIDES VISIBLE (MICA)	
		  BIT 3 SIDES VISIBLE DOUBLE GLAZING	

		  BIT - FRONT-SIDE VISIBLE (MICA)	
		  BIT FRONT-SIDE VISIBLE DOUBLE GLAZING	

		  BIT FLANGE EXTENSION (UP TO 6 cm)	
		  VERTICAL SLIDING DOOR (SURCHARGE)	
		  VERTICAL SLIDING DOOR WITH DOUBLE GLAZING (SURCHARGE)
		  10 kg MARBLE DECOR STONES WHITE (CARRARA)	
		  10 kg MARBLE DECOR STONES ANTHRACITE (NERO EBANO)	
		  DECOR WOOD SET-ABSOLUTELY (9 PIECES)	
		  DECOR WOOD SET “KNOTTY WOOD” (7 PIECES)	
		  THERMAL EXHAUST FLAP ø15 cm	
		  FLEXIBLE EXHAUST PIPE (ø16 cm, 1 m)	
		  HOSE CLAMP (STAINLESS STEEL)	
		  OUTPUT AIR BOX SMALL (13 x 33 x 25 cm)	
		  FRONT GRILLE (COVER ALUMINIUM)	
		  INPUT AND OUTPUT AIR GRILLE SMALL (WHITE)	
		  LOCKING DEVICE (SLIDING GLASS PANES)	
		  SUPERGLOW (1 gram GLOW-WOOL)

	 Product number	 BIT - 3 SIDES VISIBLE 	

	 Product number	 Accessories BIT	

Variations:
	 “BIT Mica - 3 sides visible”
Description:
	 “BIT” is a decor fire unit which can be designed individually to easily 	
	 install and move around. “BIT” can be completely closed with sliding 	
	 glasses. 2 fixed glass panels, Front side with sliding glass door.
	 Air intake openings and variable exhaust flap allow optimum adjust-
	 ment of the flame size and/or the flame pattern.
	 Including connection nozzle (ø160 mm) for exhaust flap and manda-
	 tory foul-air duct upwards to the individual foul-air exit from the room
	 to the outside, in a chimney, etc.
	 A DOUBLE GLAZING WITH REAR VENTILATION to reduce the surface
	 temperature of the glass is available on all models.
	 A FLANGE EXTENSION (frame support extension) for housing a stronger
	 panel (more than 3 cm, e.g. stone, etc.) is optionally possible up to 6 cm.
Including:
	 Decorative fireplace insert as above, 1 Evaporation burner, Ignition hook,
	 5 l Bio-Fuel Indoor, Filling container 3 l, Safety shaft, Thermal insulation,
	 1 Output air flap with cable control, Sliding glass.
Dimensions:
	 approx.: H 105 cm, W 65 cm, D 68,7 cm;
	 Visible dimensions: approx. H 45 cm, W 57,8 cm, D 60,5 cm
Weight: approx.: 50 kg
Optional:
	 Flange extension (BITFV), Double glazing (BIT3-DV), Locking device with
	 a cylinder lock (SCHE-SG), Dékor stones (DKST-WE, DKST-AZ), Dékor 	
	 wood (HSAB-09, ASTH-07), Thermal exhaust flap (TAK-15), Flexible
	 exhaust pipe (ALRO-01), Hose clamp (KSCH-ES), Output air box with 	
	 aroma compartment and flap panels (ALKS-KL), Front grille (FAGI-AL), 	
	 Input and output air grille (LUFG-WS), Superglow (SUPGL), 		
	 Don‘t forget fuel!

	 Product number	 BIT - FRONT-SIDE VISIBLE 	

	 Product number	 Accessories BIT	

Variations: “BIT Mica - Front side visible”
Description:
	 “BIT” is a decor fire unit which can be designed individually to easily 	
	 install and move around. “BIT” can be completely closed with sliding 	
	 glasses. Front side with sliding glass door.
	 Air intake openings and variable exhaust flap allow optimum adjust-
	 ment of the flame size and/or the flame pattern.
	 Including connection nozzle (ø160 mm) for exhaust flap and manda-
	 tory foul-air duct upwards to the individual foul-air exit from the room
	 to the outside, in a chimney, etc.
	 A DOUBLE GLAZING WITH REAR VENTILATION to reduce the surface
	 temperature of the glass is available on all models.
	 A FLANGE EXTENSION (frame support extension) for housing a stronger
	 panel (more than 3 cm, e.g. stone, etc.) is optionally possible up to 6 cm.
	 VERTICAL SLIDING DOOR with single or double glazing option. 		
	 Maximum opening to 30 cm.
Including:
	 Decorative fireplace insert as above, 1 Evaporation burner, Ignition hook,
	 5 l Bio-Fuel Indoor, Filling container 3 l, Safety shaft, Thermal insulation,
	 1 Output air flap with cable control, Sliding glass.
Dimensions: approx.: H 105 cm, W 68 cm, D 53,5 cm;
	 Visible dimensions: approx. H 45 cm, W 60,8 cm
Weight: approx.: 50 kg
Optional:
	 Flange extension (BITFV), Double glazing (BIT3-DV), Locking device with
	 a cylinder lock (SCHE-SG), Dékor stones (DKST-WE, DKST-AZ), Dékor 	
	 wood (HSAB-09, ASTH-07), Thermal exhaust flap (TAK-15), Flexible
	 exhaust pipe (ALRO-01), Hose clamp (KSCH-ES), Output air box with 	
	 aroma compartment and flap panels (ALKS-KL), Front grille (FAGI-AL), 	
	 Input and output air grille (LUFG-WS), Superglow (SUPGL), 		
	 Don‘t forget fuel!
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	 BITFV	  	
	 BITTH1	  	
	 BITTH2	  	
	 DKST-WE	  	
	 DKST-AZ	  	
	 HSAB-09	  	
	 ASTH-07	  	
	 TAK-15	  	
	 ALRO-01	  	
	 KSCH-ES	  	
	 ALKS-KL	  	
	 FAGI-AL	  	
	 LUFG-KW	  	
	 SCHE-SG	  	
	 SUPGL	  	

	 BITT-GL	  	
	 BITT-DV	  	

	 BITFV	  	
	 DKST-WE	  	
	 DKST-AZ	  	
	 HSAB-09	  	
	 ASTH-07	  	
	 TAK-15	  	
	 ALRO-01	  	
	 KSCH-ES	  	
	 ALKS-KL	  	
	 FAGI-AL	  	
	 LUFG-KW	  	
	 SCHE-SG	  	
	 SUPGL	  	

	 BITL-GL	  	
	 BITR-GL	  	
	 BITL-DV	  	
	 BITR-DV	  			  BIT FLANGE EXTENSION (UP TO 6 cm)	

		  VERTICAL SLIDING DOOR (SURCHARGE)	
		  VERTICAL SLIDING DOOR WITH DOUBLE GLAZING (SURCHARGE)
		  10 kg MARBLE DECOR STONES WHITE (CARRARA)	
		  10 kg MARBLE DECOR STONES ANTHRACITE (NERO EBANO)	
		  DECOR WOOD SET-ABSOLUTELY (9 PIECES)	
		  DECOR WOOD SET “KNOTTY WOOD” (7 PIECES)	
		  THERMAL EXHAUST FLAP ø15 cm	
		  FLEXIBLE EXHAUST PIPE (ø16 cm, 1 m)	
		  HOSE CLAMP (STAINLESS STEEL)	
		  OUTPUT AIR BOX SMALL (13 x 33 x 25 cm)	
		  FRONT GRILLE (COVER ALUMINIUM)	
		  INPUT AND OUTPUT AIR GRILLE SMALL (WHITE)	
		  LOCKING DEVICE (SLIDING GLASS PANES)	
		  SUPERGLOW (1 gram GLOW-WOOL)

		  BIT TUNNEL (MICA)	
		  BIT TUNNEL DOUBLE GLAZING	

		  BIT FLANGE EXTENSION (UP TO 6 cm)	
		  10 kg MARBLE DECOR STONES WHITE (CARRARA)	
		  10 kg MARBLE DECOR STONES ANTHRACITE (NERO EBANO)	
		  DECOR WOOD SET-ABSOLUTELY (9 PIECES)	
		  DECOR WOOD SET “KNOTTY WOOD” (7 PIECES)	
		  THERMAL EXHAUST FLAP ø15 cm	
		  FLEXIBLE EXHAUST PIPE (ø16 cm, 1 m)	
		  HOSE CLAMP (STAINLESS STEEL)	
		  OUTPUT AIR BOX SMALL (13 x 33 x 25 cm)	
		  FRONT GRILLE (COVER ALUMINIUM)	
		  INPUT AND OUTPUT AIR GRILLE SMALL (WHITE)	
		  LOCKING DEVICE (SLIDING GLASS PANES)	
		  SUPERGLOW (1 gram GLOW-WOOL)

		  BIT VISIBLE LEFT AND FRONT (MICA)	
		  BIT VISIBLE RIGHT AND FRONT (MICA)	
		  BIT VISIBLE LEFT AND FRONT DOUBLE GLAZING	
		  BIT VISIBLE RIGHT AND FRONT DOUBLE GLAZING	

	 Product number	 BIT - TUNNEL 	

	 Product number	 Accessories BIT	

Variations: “BIT Mica - Tunnel”
Description:
	 “BIT” is a decor fire unit which can be designed individually to easily 	
	 install and move around. “BIT” can be completely closed with sliding 	
	 glasses. 1 fixed glass panel, Front side with sliding glass door.
	 Air intake openings and variable exhaust flap allow optimum adjust-
	 ment of the flame size and/or the flame pattern.
	 Including connection nozzle (ø160 mm) for exhaust flap and manda-
	 tory foul-air duct upwards to the individual foul-air exit from the room
	 to the outside, in a chimney, etc.
	 A DOUBLE GLAZING WITH REAR VENTILATION to reduce the surface
	 temperature of the glass is available on all models.
	 A FLANGE EXTENSION (frame support extension) for housing a stronger
	 panel (more than 3 cm, e.g. stone, etc.) is optionally possible up to 6 cm.
	 VERTICAL SLIDING DOOR with single or double glazing option. 		
	 Maximum opening to 30 cm.
Including:
	 Decorative fireplace insert as above, 1 Evaporation burner, Ignition hook,
	 5 l Bio-Fuel Indoor, Filling container 3 l, Safety shaft, Thermal insulation,
	 1 Output air flap with cable control, Sliding glass.
Dimensions: approx.: H 105 cm, W 68 cm, D 57,6 cm;
	 Visible dimensions: approx. H 45 cm, W 60,8 cm
Weight: approx.: 50 kg
Optional:
	 Flange extension (BITFV), Double glazing (BIT3-DV), Locking device with
	 a cylinder lock (SCHE-SG), Dékor stones (DKST-WE, DKST-AZ), Dékor 	
	 wood (HSAB-09, ASTH-07), Thermal exhaust flap (TAK-15), Flexible
	 exhaust pipe (ALRO-01), Hose clamp (KSCH-ES), Output air box with 	
	 aroma compartment and flap panels (ALKS-KL), Front grille (FAGI-AL), 	
	 Input and output air grille (LUFG-WS), Superglow (SUPGL), 		
	 Don‘t forget fuel!

	 Product number	 BIT - 2 SIDES VISIBLE 	

	 Product number	 Accessories BIT	

Variations:
	 “BIT Mica - 2 sides visible”
Description:
	 “BIT” is a decor fire unit which can be designed individually to easily 	
	 install and move around. “BIT” can be completely closed with sliding 	
	 glasses. 1 fixed glass panel, Front side with sliding glass door.
	 Air intake openings and variable exhaust flap allow optimum adjust-
	 ment of the flame size and/or the flame pattern.
	 Including connection nozzle (ø160 mm) for exhaust flap and manda-
	 tory foul-air duct upwards to the individual foul-air exit from the room
	 to the outside, in a chimney, etc.
	 A DOUBLE GLAZING WITH REAR VENTILATION to reduce the surface
	 temperature of the glass is available on all models.
	 A FLANGE EXTENSION (frame support extension) for housing a stronger
	 panel (more than 3 cm, e.g. stone, etc.) is optionally possible up to 6 cm.
Including:
	 Decorative fireplace insert as above, 1 Evaporation burner, Ignition hook,
	 5 l Bio-Fuel Indoor, Filling container 3 l, Safety shaft, Thermal insulation,
	 1 Output air flap with cable control, Sliding glass.
Dimensions:
	 approx.: H 105 cm, W 68,2 cm, D 54,2 cm;
	 Visible dimensions: approx. H 45 cm, W 60 cm, D 46 cm
Weight: approx.: 50 kg
Optional:
	 Flange extension (BITFV), Double glazing (BIT3-DV), Locking device with
	 a cylinder lock (SCHE-SG), Dékor stones (DKST-WE, DKST-AZ), Dékor 	
	 wood (HSAB-09, ASTH-07), Thermal exhaust flap (TAK-15), Flexible
	 exhaust pipe (ALRO-01), Hose clamp (KSCH-ES), Output air box with 	
	 aroma compartment and flap panels (ALKS-KL), Front grille (FAGI-AL), 	
	 Input and output air grille (LUFG-WS), Superglow (SUPGL), 		
	 Don‘t forget fuel!
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